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1) Disclaimer 
The Firebird is a
500/1000/2000. The 
opening of your computer. It is
professional if you are unfamiliar with interventions on computer 
hardware. The Apollo team can under no circumstances be held 
responsible for any damage caused during assem
decide to do the installation yourself, check that your computer is 
disconnected from the power outlet before opening it. 
anti-static workplace. Discharge yourself of your static electricity 
before you start. Do not bend or force the com
The Firebird ships with the free 
copyrighted material is part of this product.
Notice: If you want to dispose of this equipment, please do not 
use the ordinary dust bin! Used electrical and electronic 
equipment must be treated separately and in accordance with 
legislation that requires proper treatment, recovery and recycling 
of used electrical and electronic equipment. 
 
2) Description 
The Firebird accelerator board comes with 
optionally CF-Card with preinstalled ApolloOS. 
the Apollo core which is compatible with the Motorola 68K 
processors while outclassing them in performance. 
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Firebird is equipped with the following connectors:
slot, a video and digital audio output, t
mouse or Joypad, a
RTC connector, a 44
a JTAG port for updating the core
The Power connector P12 is only for adding PWR to the 
FIREBIRD, not for powering other devices. 
 
 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

3) Installation on Amiga 500
Turn off your Amiga
shielding plate and store it to a safe place. Remove carefully the 
68000 CPU with a suitable tool. Store the CPU in a safe place. 
Put the Firebird accelerator board aligned with the now empty 
68000 slot. Double check that all pins are correctly aligned. A
a uniform pressure where the 
provided Compact Flash adapter respecting the position of the pin 
1. 
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ed with the following connectors:
video and digital audio output, two USB connectors for

a RJ45- Ethernet port, two expansion ports
44-pin and a 40-pin IDE port for mass storage

JTAG port for updating the core and a CPU connector.
The Power connector P12 is only for adding PWR to the 

, not for powering other devices.  

on Amiga 500 
 500 and disassemble it. Remove the

shielding plate and store it to a safe place. Remove carefully the 
68000 CPU with a suitable tool. Store the CPU in a safe place. 

accelerator board aligned with the now empty 
68000 slot. Double check that all pins are correctly aligned. A
a uniform pressure where the two arrows points. Plug 

Compact Flash adapter respecting the position of the pin 
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ed with the following connectors: a micro SD 
USB connectors for 

xpansion ports, a 
port for mass storage, 

CPU connector. 
The Power connector P12 is only for adding PWR to the 

and disassemble it. Remove the upper 
shielding plate and store it to a safe place. Remove carefully the 
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Top: Joypad 
 

Bottom: mouse/ 
Joypad 
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4) How to use & good to know: 
 Self test: At power ON, the screen will change color quickly; 

this is a normal self test of the system and Amiga Mainboard. 
Don’t worry be happy  

 Ethernet: DMA accelerated Ethernet; drivers are included in 
ApolloOS.  

 USB: The Apollo-computer-shop sells working USB devices. 
For other USB mice and Joypad look at the periraphel list, at: 
www.apollo-computer.com.        

 OCS/AGA: We ship the card as an accelerator in OCS mode. 
To enable AGA, you can choose to install an AGA core. 
We are constantly improving these features and also the way 
to switch between the OCS/ AGA.  

 

5) ROM/ kickstart/ OS 
 

The FIREBIRD comes preinstalled with the latest Apollo-ROM. 
The Apollo-ROM allows you to run ApolloOS and the latest Coffin 
distro, by just plugging a CF Card in . 
You can also use any other Amiga OS like 3.2 or even Emutos. 
We recommend the VBL (Vampire bootloader) for booting each 
ROM and OS you want. If you need help, please contact us in 
discord. 
 

6) Flashing the board 
The Firebird accelerator board can be updated to benefit the 
latest Core improvements, such as new features, speed or 
compatibility improvements.  
 

The recommended way to install the FlashRom: 
- Go with your Amiga on the Internet (A-Web is in ApolloOS  
   preinstalled) 
- download the FIREBIRD_ReleaseXX.exe from: 
   www.apollo-computer.com/download.html 
- Open a CLI on your Amiga. 
- Run it by typing: FIREBIRD_ReleaseXX.exe  
- Confirm the operation by typing 'YES' (in CAPS) and RETURN. 
- Wait until flashing is finished. 
- Power Off your Amiga and wait 30 seconds. 
- Power On your Amiga. 
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Using the JTAG USB-Blaster: (Only for experts!!!) 
When, for what ever reason, you have to use the USB-Blaster.  
Please consult the picture where an how to connect the JTAG.  
Plug in the wrong way, might destroy your board! 
 

7) Data transfer 
The system can boot from IDE/CF, from Floppy disc and you can 
also use microSD card for data exchange. ApolloOS and some 
AmigaOS distributions already have the integrated support of the 
microSD.  
Ethernet: ApolloOS has ethernet support and drivers preinstalled. 
You can use FTP and Web browsers (A-Web is preinstalled) for 
downloads. SMB can be used to mount windows shares. 
USB: USB is for Data transfer not yet supported! 
 

8) Terms of warranty 
The Firebird accelerator board comes fully tested and ready to 
use, optionally preinstalled with ApolloOS. Please mind that the 
electronic components / chips on the Firebird are electrostatic 
sensitive devices and can be damaged by electrostatic discharge. 
Only handle the Firebird wearing an ESD protection wrist strap. 
Any damage due to electrostatic discharge is excluded from the 
warranty. The Firebird comes with a fully tested IDE-CF adapter. 
Usage of other adapter or devices is on the risk of the user. Mind 
that wrong inserting/plugin of IDE-adapters or Expansions can 
cause an electronic shock harming the device. Any mechanical or 
electrical damage to card is excluded from the warranty. 
 

9) Software installation & support 
Visit our homepages http://www.apollo-core.com and 
 

 Use DOWNLOADS to find the latest core and ApolloOS-image.  
 Use the FORUM for FAQ and to get informed on different 

topics. 
 

If you need help, don’t hesitate to contact us. We invite you in our 
discord-channel, which is specially created for Firebird users.  
Here is the link: https://discord.gg/KFrHBdN4Y2 
 

Don’t forget to visit www.apollo-computer.com to be informed 
on the latest news, FAQ and about the whole Apollo-Family. 

The contents of this manual are subject to change without notice. Copyright 2021 Gunnar von Boehn. 
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